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General ICS Requirements

Internet Connection Sharing requires the following:

1 Your game console must have an Ethernet port. A LAN Adapter is required for
connecting a Nintendo Wii to Bethel 6s

1 The computer you use for ICS must have two viable Internet connections, one
to connect to Bethel s secure network
with your game console. The port for connection sharing must be a wired
Et hernet port, while the port for coni
be either wired or wireless.

*|deally, students who are setting up ICS for a game console should have a
computer with two Ethernet ports they can dedicate to connection sharing.
Additional Ethernet ports can be added to your computer through USB,
PCMCIA, ExpressCard, etc.

1 For connection sharingou will need an Ethernet cable long enough to
connect your game console to your connection sharing computer. This can be
purchased from Bethel ds Computer Vill e
University Bookstore).

1 The computer you use for connection sharing must be runnivigdows
Operating System Apple products do not support connection sharing for an
802.1x authenticated Internet connection, and students with computers running
Mac OS X will not be able to connection share with their personal computers.



Configuring Your Computer for ICS:
Windows XP

* For Internet Connection Sharing, your Windows XP
machine must have Service Pack 2 or Service Pack 3 installed.
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Step 2

On the lefthand side you should see a
Switch to Classic Vievink. Click on it.
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Switch to Category Viewink. then you
are already in the correct view.
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Step 6

General | Log On || Recovery || Dependencies|

In the Windows Firewall/Internet Connections
Sharing (ICS) Properties window, make sure
that Startup Typeis set toAutomatic. Under Hietlane: i‘\b?f'in&l-':ws'?ii’éwaﬂﬂF{t}amét'Ec.nneE:Ei'c.F's_Harng ncsi
Service Statulick theStart button. |

Service name: Shareddcoess

Description: il-:'l_oviaes network, addreszs translation, addressing, ~
. |name resolution and/or intruzion prevention services 7
The Service statushould readstarted : =
Path to executable:
[C: 4 IND DS hapstem3hsvchost ere -k netsves
Startup type: Automatic v

Service status: Started
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f'ou can specify the start parameters that apply when pou start the service
from here.
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Step 7

Windows Firewall/Internet Connection Sharing (ICS) P...

Still within the Windows Firewall/Internet General | Log On | Recovery | Deperdencies|

Connections Sharing (ICS) Properties
window, select the tab fdRecoveryalong

Select the computer's responze if thiz zervice fails.

the top of the page. In all three drop down First failure: |F|estart the Service Ivl
menu$® First Failure, Second Failurand L u _ :
Subsequent FailudeselectRestart the seondfaile: I 4
Service. Subsequent failures: | Restart the Service |
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service afted set the value t6 (Zero). Rih b

Program:

Click OK and close out of the windows |
you have opened until you return to the
Control Panewindow.

Browsze...

Command line parameters:

Append fail count to end of command line [Afail=%1 %)

Restart Computer O plionz. .

L Ok J[ Carcel ” Apply

Step 8

In theControl Panewindow, doubleclick £ Control Panel CEx
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on the icon folNetwork Connections
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Step 9

In theNetwork Connectionwindow, you

will see multiple Internet connections.
Right-click on the connection that you are
using to access Bethe
eitherLocal Area Connectioor Wireless
Network Connection

From the menu list that appears, select
Properties.

*The connection you choose should be set
up for accessing Beth
via 802.1x authentication, and currently
connected to the Internet.

Step 10

Once in thePropertiewindow, select the
Advancedtab from along the top.

Check theAllow other network users to
connect through this
connectionbox.

Click OK. This will return you to the
Network Connectionwindow.

Step 11

Back in theNetwork Connections
window, rightclick on a secondary
Internet connection.

From the menu list that appears, select
Properties.

*The connection you choose will be the
connection that is shared with your game
console. It must be an Ethernet connection
(i.e.Local Area Connectioor Local Area
Connection 2and cannot be configured

for 802.1x authentication.
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Sharing.

If pou're not sure how to get these properties, use
the Metwark Setup 'Wizard instead.
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Step 12

Once in thePropertiesindow of your
secondary Internet connection, select
the Authentication tab from along the
top.

Make sure thé&nable IEEE 802.1x

authentication for this network box
is Unchecked.

Step 13

Then, still in thisPropertiesvindow,
select theseneraltab from along the
top.

Click onInternet Protocol (TCP/IP).
You may have to scroll down in the
This connection uses the following
items:menu to see this option.

Click on theProperties button.

- Local Area Connection Z Properties

General | Authentication | Advanced|

Select thiz option to provide authenticated network, access for
Ethernet networks.

||:| Enable IEEE 802 1% authentication for thiz netwark,

Properties

Authenticate az computer when computer information iz available

Authenticate az guest when user or computer information iz
unavailable

(] ] [ Cancel

—- Local Area Connection 2 Properties

General | Authentication | Advanced|

Connect uzing:

B8 Macroni= M<98715-B azed Ethernet

Thiz connection uses the fallowing items:

g Cliert for Microzoft Networks
Q File and Printer Sharing for Microsoft Metwarks

K E H|[=])

ed
] |nternet Protocol [TCRAR]

Ingtall... rinztall

Descrphion

Tranzmizzion Control Protocol/Internet Protocol. The default
wide area network, protocol that provides communication
acrozz diverze interconnected netwarks.

[[] Shaw icon in notification area when connected
Motify me when this connection has imited or no connectivity

[ ak. ] [ Cancel
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Step 14

In the window that appears, selétte the
following IP addressand enter the following
information:

IP address: 192.168.0.1
Subnet mask: 255.255.255.0
Default gatewayl EAVE THIS FIELD BLANK.

SelectUse the following DNS server addresses
and enter the following information:

Preferred DNS Server: 140.88.96.4
Alternate DNS Server: 140.88.96.5

Finally, click OK and close out of all open
windows. You are now set up for Internet
connection sharing.

If you need assistance with this process,
please call the ITS Student Services Help Desk at x650@ption 2.
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